Traction Tread™ Planks

Traction Tread™ Planks feature a moderate slip-resistance surface designed for maximum versatility. Planks are kind to knees and hands in commercial applications, including scaffolding. Surface textures work well for cart and wheeled traffic.

Traction Tread Plank with LH Pattern

Material Options:
- Hot rolled, pickled and oiled carbon steel: 11 gauge and 13 gauge
- Mill-galvanized steel: 11 gauge and 13 gauge
- Aluminum alloy 5052-H32: .125”
- Hot dipped galvanized after fabrication (HDGAF)
- LH pattern

Plank Dimensions:
- 9” wide (nominal)
- 120” and 144” lengths (nominal)
- 1½” minimum of 2” channel height

Traction Tread Plank

Material Options:
- Hot rolled, pickled and oiled carbon steel: 11 gauge and 13 gauge
- Mill-galvanized steel: 11 gauge and 13 gauge
- Aluminum alloy 5052-H32: .125”

Plank Dimensions:
- 7”, 10” and 12” widths (nominal)
- 20” and 144” lengths (nominal)
- 1½” minimum of 2” channel height

<table>
<thead>
<tr>
<th>Product</th>
<th>“A”</th>
<th>“B”</th>
<th>“C”</th>
<th>Rows of Buttons</th>
</tr>
</thead>
<tbody>
<tr>
<td>12” Wide</td>
<td>11 7/8” (301mm)</td>
<td>15 5/16” (24mm)</td>
<td>16” (406mm)</td>
<td>17</td>
</tr>
<tr>
<td>10” Wide</td>
<td>9 7/8” (251mm)</td>
<td>7 5/8” (22mm)</td>
<td>13” (330mm)</td>
<td>14</td>
</tr>
<tr>
<td>7” Wide</td>
<td>6 7/8” (174mm)</td>
<td>15 5/16” (24mm)</td>
<td>8” (203mm)</td>
<td>9</td>
</tr>
</tbody>
</table>