Traction™ Tread

TRACTION TREAD™ FLOORING
Traction Tread™ Flooring is readily available in stock sheets designed for secondary fabrication requirements.

MATERIAL OPTIONS
• Hot rolled, pickled and oiled carbon steel
  11-gauge (5.0 lb / sq. ft.)
  13-gauge (3.8 lb / sq. ft.)
  16-gauge (2.5 lb / sq. ft.)
• Stainless Steel 304 alloy
  16-gauge (2.5 lb / sq. ft.)
• .125 Aluminum alloy 5052-H32
  (1.6 lb / sq. ft.)

SHEET SIZE
• Standard 36” x 120”
• Cut to order

MATERIAL OPTIONS
• Hot rolled, pickled and oiled carbon steel
  11-gauge and 13-gauge
• Pre-galvanized steel:
  11-gauge and 13-gauge
• .125 Aluminum alloy 5052-H32

SHEET SIZE
• Standard 36” x 120”
• Cut to order

2-HOLE LADDER RUNG
• Hot rolled, pickled and oiled carbon steel
  11-gauge (1.5 lb / lf)
  13-gauge (1.1 lb / lf)
• Aluminum alloy 5052-H32
  .125” (0.5 lb / lf)
• 1-1/4” Wide x 1-1/2” Height x 48” or 60” Length
• Available in 16GA, 304 or 316 Stainless Steel

3-HOLE LADDER RUNG
• Hot rolled, pickled and oiled carbon steel
  11-gauge (1.2 lb / lf)
  13-gauge (0.9 lb / lf)
• Aluminum alloy 5052-H32
  .125” (0.5 lb / lf)
• 1-5/8” Wide x 1-1/8” Height x 48” or 60” Length
• Available in 16GA, 304 or 316 Stainless Steel

4-HOLE LADDER RUNG
• Hot rolled, pickled and oiled carbon steel
  11-gauge (1.9 lb / lf)
  13-gauge (1.4 lb / lf)
• Aluminum alloy 5052-H32
  .125” (0.7 lb / lf)
• 2-1/4” Wide x 1-1/2” Height x 48” or 60” Length
• Available in 16GA, 304 or 316 Stainless Steel

ADA Compliant

www.directmetals.com